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RUBBER COVER 
SOLUTIONS

BELTFLEX system is a cover composed of 
multiple layers of neoprene and a 
doublemettalic frame.

When the trench is totally covered by 
BELTFLEX, the system protects the cable and 
the cable channel even against heavy road 
traffic, avoiding dangerous tailings of the 
cable and possible injuries to staff.

Is recommended especially for shipyards, 
container terminals and general industries, 
it is used by several main ports and terminal 
operators worldwide.

✓ The best protection system for cables that also gives the correct fitting of 
these ones in the trench or channel, prolonging their lifetime.

✓ Reinforced steel core flexible belt.
✓ Prevents the acummulation of waste inside the trench.

SAFETY: 
✓ Avoids injuries and possible accidents to the staff.
✓ Quick and easy installation.
✓ Suitable for any cable guide.
✓ Valid for modern and automatic machinery.
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CHARACTERISTICS

Composition Neoprene
rubber specific formula for marine 
enviroments 65°C shore
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Opening angle 90°C

Estimated runtime > 1.500.000 Cycles

Hardness 62 ± 5 °Sh A

Abrasion 130 mm3

Breaking Elongation 400%
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TYPE Dimensions (mm)
BELTFLEX 300 295

BELTFLEX 400 395

BELTFLEX 500 495

BELTFLEX 600 595

BELTFLEX-XTRA 300 295

BELTFLEX-XTRA 400 395

BELTFLEX-XTRA 500 495

BELTFLEX-XTRA 600 595

BELTFLEX SUPER-XTRA 300 295

BELTFLEX SUPER-XTRA 400 395

BELTFLEX SUPER-XTRA 500 495

BELTFLEX SUPER-XTRA 600 595

BELTFLEX-XTRA PLUS 300 295

BELTFLEX-XTRA PLUS 400 395

BELTFLEX-XTRA PLUS 500 495

BELTFLEX-XTRA PLUS 600 595

TYPE OF BELTFLEX 
RUBBER COVER.
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BELTFLEX BELTFLEX-XTRA BELTFLEX SUPER-XTRA BELTFLEX-XTRA PLUS

Description
Designed for Sea-Side. Designed for Designed for usual light Designed for very

Very light traffc and occasional traffc traffc and occasional intensive heavy traffc

pedestrian crossing. and pedestrian crossing. heavy traffc.

Thickness ≥ 15 mm ≥ 15 mm ≥ 15 mm ≥ 20 mm

Composition 
80% CR Neoprene 75% CR Neoprene 72% CR Neoprene 50% CR Neoprene

15% Steel cord 20% Steel cord 23% Steel Cord 40% Steel Cord

5% Dipped Nylon 5% Dipped Nylon 5% Dipped Nylon 10% Dipped Nylon

Temperature range
-35°C up to +120°C -35°C up to +120°C -35°C up to +120°C -35°C up to +120°C

-31°F up to 248°F -31°F up to 248°F -31°F up to 248°F -31°F up to 248°F0 N/cm2

Trasversal
breaking load

load

min.250N/mm min.500N/mm min.790N/mm min.790N/mm

Longitudinal
breaking load

min.100N/mm min.100N/mm min.500N/mm min.700N/mm



OUR ALTERNATIVE: 
CCG SYSTEM

✓ Lateral borders of electrowelded laminated profiles and/or tubes with

crowbars and legs to be anchored to the concrete.

✓ Material selection on demand: Hot dip galvanized or stainless steel.

✓ Guides the concrete channel and reinforces the edges of the trench.

Advantages comparing to other systems:

✓ Easier to install and handle onsite.

✓ Quick implementation.

✓ Optimal adaptation to the dock

✓ Possibility of heating resistances in extremelly low temparatures

applications.

✓ Usable with any cable guide manufacturer.
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CONCRETE TRENCH 
WITH BELT FIXING 
DEVICE

✓ Trench made of pure concrete.

✓ Supplied with a fixing square tube and 
anchoring legs adecuate for Beltflex system 
installation.
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STAINLESS STEEL OR 
HOT DIP GALVANIZED 
FULL CHANNEL

✓ Traditional application.

✓ Continous full SS (AISI 304 or 316) or hot dip galvanized channel.

✓ Joints and anchoring legs are included.

✓ Copper joints and Polystyrene blocks used for aligment.

✓ Customization of the channel avaiable on request (N° of channels...)

✓ Suitable with the BELTFLEX system.
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UTV CAVI S.R.L.
Via Roma, 74

20060 Cassina de’ Pecchi (MI)
ITALY

Tel. : +39 (0)295299272
Fax. : +39 (0)295344813
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